
ORDINANCE NO. 1895

AN ORDINANCE ADOPTING AND ENACTING A NEW MUNICIPAL CODE
TO REQUIRE THE INSTALLATION AND MAINTENANCE OF GREASE TRAPS,

INTERCEPTORS AND SEPARATORS AND PROVIDING A PENALTY
FOR THE VIOLATION THEREOF

WHEREAS, the natural beauty of the City of Eureka Springs, and the unique history and
character of the city and its attractions have brought a heavy reliance on the tourist trade, which
has resulted in an abundance of food service establishments within the city; and

WHEREAS, the City of Eureka Springs does not presently employ a requirement that the
food service establishments install and maintain grease traps, separators and holding tanks to
capture the very high volume of grease, oil and other harmful substances, which food service
establishments produce and expel into the sanitary sewer collection system and wastewater
treatment plant of the City of Eureka Springs; and

WHEREAS, in order to protect the viability and safe, sanitary operation of the municipal
sewer system, as well as meet the environmental requirements of the State of Arkansas, as well
as National guidelines and requirements for pollutant discharge and clean waterways, the city
council of the City of Eureka Springs has determined that there is a need to implement
appropriate standards and methods to reduce the amounts of grease, oil and other harmful
substances allowed into the municipal sewer system and region's waterways, and to regulate the
pretreatment and disposal of liquid wastes; and

WHEREAS, the city council of the City of Eureka Springs has determined that the
requirements for establishments set forth in the adopted Code to Require the Installation and
Maintenance of Grease Traps, Interceptors and Separators (Grease Trap Code), are necessary and
vital to meet the needs of the citizens of The City of Eureka Springs, prevent damage to the
municipal sewer system, as well as to the regional waterways, caused by the introduction of
wastewaters containing oil and grease, and meet the city's obligations under State and Federal
law; and

WHEREAS, it is in the best interest of the citizens of the City of Eureka Springs, and
necessary to best protect the natural beauty and character of the city, and protect and perpetuate
its vital tourist industry, to adopt and implement the Grease Trap Code, which will promote the
health, safety and well being of the citizens of Eureka Springs.

NOW, THEREFORE, BE IT HEREBY ORDAINED:

THAT the new Eureka Springs Code Section Entitled "Grease Traps, Interceptors,
Separators and Holding Tanks," including the penalties for noncompliance contained therein,
which is attached hereto, is adopted and incorporated by reference, and that within a reasonable
time after its passage, it shall be inserted into the appropriate place in the Municipal Code of the
City of Eureka Springs; and

1



THAT three (3) copies of such the Grease Trap Code are now and shall be kept on file in
the office of the City Clerk and these copies of such Code are now and shall be available for all
persons desiring to examine the same, and have been available for such viewing for a reasonable
time prior to the final passage by this City Council of this ordinance adopting such Code; and

THAT all ordinances or code sections or parts thereof in conflict herewith are repealed to
the extent of such conflict; and

THAT in the event that any section, paragraph, subdivision, clause, phrase, or other
provision or portion of this Ordinance or the Grease Trap Code adopted hereby shall be adjudged
invalid or unconstitutional, the same shall not affect the validity of this Ordinance, Municipal
Code section or chapter as a whole, or any part or provision, other than the part so decided to be
invalid or unconstitutional, and the remaining provisions of this Ordinance, Code section or
chapter shall be construed as if such invalid, unenforceable or unconstitutional provision or
provisions had never been contained herein.

This Ordinance adopting the new Grease Trap Code of City of Eureka Springs which is
adopted and incorporated herein by reference is hereby passed and approved this 	 day of

	 , 20-.

APPROVED:

City Clerk/Treasurer

Beau Zar Satori, Mayor

Attest:
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ARTICLE V
Sec. 110-397

GREASE TRAPS, INTERCEPTORS, SEPARATORS AND HOLDING
TANKS

SECTION I. GENERAL PROVISIONS

(a)

	

Purpose & Policy
(1)

	

Reasons for Establishment
a. Because of the unique and fragile natural beauty of the City of

Eureka Springs and because of the abundance of food service
establishments which serve the vital tourist industry it is essential
that the sanitary sewer system and eventually the downstream
receiving waters be protected from grease, oil and other harmful
substances. This ordinance is established to require Users to
provide a device to intercept and treat these wastes, to set forth
uniform guidelines for the installation and maintenance of grease
traps, interceptors, and separators.

(2)

	

Objectives
a.

	

The objectives of this Ordinance are:
(i) To prevent the introduction of wastewaters containing oil

and grease in amounts which may cause stoppages or
obstruction of flow, or in any other way prevent or inhibit
operation of the Publicly Owned Treatment Works
(POTW), including the sanitary sewer collection system
and the treatment plant;

(ii)

	

To prevent the introduction of pollutants into the POTW
which may be incompatible with the POTW;

(iii)

	

To protect the water quality of streams, creeks and other
waterways traversing the City;

(iv) To enable the City of Eureka Springs, Arkansas to comply
with its National Pollutant Discharge Elimination System
(NPDES) permit conditions, sludge disposal conditions,
sludge use and disposal requirements, and any other
Federal or State laws to which the POTW is subject; and

(v) To protect the environment and the health, safety and
welfare of the public and the POTW workers by regulating
the pretreatment and the disposal of liquid wastes.

(3)

	

City-operated Facilities Not Required
a. Nothing herein shall compel the city to provide any facility where

sand, oil, grease, or other wastes other than sanitary sewer may be
treated or disposed.

(b)

	

Definitions
(1)

	

Incorporation of Definitions by Reference
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a. Unless a provision explicitly states otherwise, terms and phrases as
defined in Article V, Division 1, of the Eureka Springs, Arkansas
Municipal Code shall apply.

(2)

	

Specialized Definitions
a.

	

"Catch basin" shall mean a chamber or trench drain, which admits
drainage from a surface into a sewer drain.

b. "Grease trap" or "trap" shall mean a receptacle designed to collect
and retain grease and fatty substances normally found in kitchen
and similar wastes. A grease trap is installed in the drainage system
between the kitchen or other point of production of the waste and
the building sewer.

c.

	

"Hazardous waste" shall mean a hazardous waste in accordance
with Title 40 of the Code of Federal Regulations, Part 261.3.

d. "Holding tank" shall mean a receptacle, not connected to the
sanitary sewer, designed to hold objectionable waste that is
prohibited from being discharged into the sanitary sewer, the
contents of which must be hauled to a disposal site.

e.

	

"Incompatible wastes" shall mean wastes, which have different
processing, storage or disposal requirements.

f. "Interceptor" shall mean a receptacle designed and constructed to
intercept, separate and prevent passage of sand, grit or other
objectionable solids into the drainage system to which it is
connected. An interceptor may be integrated with a separator for
vehicle wash bays or repair areas.

g. "Representative sample" shall mean a twenty-four-hour composite
sample consisting of at least twelve (12) parts where the discharge
is continuous. Where the discharge is not continuous, the sample
shall be representative of all discharges occurring in a twenty-four-
hour period. Grab samples shall be collected for pH, cyanide, total
phenols, sulfides, oil and grease, total petroleum hydrocarbons, and
volatile organics analyses.

h. "Sampling port" shall mean a manhole or other approved device
installed in the building sewer specifically designed to facilitate
sampling of the wastewater discharge.

i. "Separator" or "oil separator" shall mean a receptacle designed to
remove oils and grease from wastewater by separation, usually by
simple flotation or by chemical addition where the oils or greases
are soluble or emulsified. For the purpose of this Ordinance, the
term shall apply to oil separation units employed for vehicle wash
facilities.

j. "Separator truck" shall mean a truck equipped with a tank or other
liquid-holding container designed to separate the grease portion
from the waste removed from a grease trap and to return the other
liquid portion to the trap.

k.

	

"Septic tank waste" shall mean waste from vessels such as septic
tanks, chemical toilets, campers and recreational vehicle dump
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stations that are not connected to the sanitary sewer, but contain
wastes which may be treated at a municipal wastewater treatment
plant.

(c)

	

Administration
(1)

	

Administration, Implementation and Enforcement
a. Except as otherwise provided herein, the Control Authority shall

administer, implement, and enforce the provisions of this
Ordinance. The term Control Authority, as defined in Article II,
means the Mayor or the mayor's designated representative.

(d)

	

General Requirements
(1)

	

Applicability
a. Unless otherwise stated herein, this Ordinance shall apply to all

Users of the City's POTW whether the User discharges to the
POTW through a sanitary sewer collection system or transports the
waste or has the waste transported to the POTW Treatment Plant
for transfer or disposal and whether such User has been issued a
Wastewater Discharge Permit.

b. This Ordinance shall apply to the operation of all vehicles for
collection and transport of non-hazardous liquid wastes within the
City of Eureka Springs. This Ordinance is not intended to regulate
the collection and transport of wastes, which are hazardous in
nature.

c.

	

The following types of establishments may be exempted from the
requirements of this Ordinance:
(i)

	

Private living quarters;
(ii)

	

Bars and clubs serving drinks only and where no food is
prepared;

(iii) Snow cone and shaved ice stands, provided no other type of
food is prepared;

(iv)

	

Grocery or convenience stores without food preparation,
meat cutting or packaging, delicatessens or bakeries;

(v)

	

Day care centers who primarily serve micro waved dishes,
using single service items;

(vi)

	

Coffee shops and Confectionery stores which sell
exclusively, pre-packaged sweets, confections, nuts, ice
cream, yogurt, and variety food items;

(vii) Produce markets; and
(viii) Mobile food establishments in a vehicle or trailer designed
to be easily movable and not discharging to the sanitary sewer.

(2)

	

Prohibited Discharges
a. In addition to the prohibitions outlined in Article V, Division 3,

Sec. 110-393 of the Municipal Code of the City of Eureka Springs,
Arkansas the following prohibitions shall apply:
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(3)

(i) A User shall not discharge or cause to be discharged
plastics, paper, nonbiodegradable oils or other
nonbiodegradable materials. Such items, when found in
grease trap waste, shall be removed prior to cleaning the
trap to prevent delivery to POTW or transfer station or
disposal site controlled by the Control Authority.

(ii) A User shall not discharge or cause to be discharged any
waste oil or grease to any drains or grease trap, separator,
or interceptor. Such waste shall be placed in a container
specifically designed to hold such waste and either utilized
by industry or disposed at suitable locations.

(iii) No person shall discharge or cause to be discharged at the
POTW any wastewater (transported waste) having a pH
less than 6.0 S.U. nor greater than 9.0 S.U.

Pretreatment of Wastes
a. Grease traps, interceptors, oil separators, or holding tanks shall be

provided for the proper handling of wastes containing grease,
flammable wastes, sand and other pollutants, which may be
harmful to the building drainage system, the public sewer or the
POTW Treatment Works.

b. Any establishment not specifically exempted by this or other
Ordinance, which prepares food for on-site or off-site
consumption, shall be equipped with an adequately sized grease
trap.
(i) Such pretreatment facilities shall be protected from

rainwater and runoff. Drainage from areas exposed to
rainwater or runoff shall not be connected to the sanitary
sewer.

(ii) Sand interceptors shall be provided for the pretreatment of
wastewater from carpet cleaning and water extraction
operations.
(A) Facilities operating vehicles specifically designed

for carpet cleaning and extraction operations shall
maintain a sand interceptor at the place of business
and shall discharge wastewater from the operation
through the interceptor at a rate, which will assure
efficient removal of the nonbiodegradable sand and
grit.

(B) Such pretreatment facilities shall be protected from
rainwater and runoff. Drainage from areas exposed
to rainwater runoff shall not be connected to the
sanitary sewer.

(C) Such wastewaters shall not be discharged onto
public or private property, into any street or gutter
or storm drain, into any natural or manmade
waterway or into the sanitary sewer at any
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residence. Such wastewaters shall not be discharged
to any sanitary sewer without pretreatment.

c. Vehicle wash facilities, including but not limited to
automatic and hand wash facilities, detail shops, hand wash
bays in service stations and other facilities, and similar
installations shall be equipped with sand interceptors and
oil separators and shall discharge to the sanitary sewer
except where an appropriate direct discharge permit has
been issued by the appropriate regulatory agency (ies).

(i) Such pretreatment facilities shall be protected from
rainwater and runoff. Drainage from areas exposed to
rainwater or runoff shall not be connected to the sanitary
sewer.

(ii) Vehicle washing is prohibited on driveways and other
areas, which may cause the wastewater to discharge onto
the ground surface, into storm drains or roadway gutters, or
into any waterway of the United States.

d.

	

Work areas of machine shops or of any facility or part of a facility
which manufactures, rebuilds, repairs, overhauls, or maintains
motors, transmissions, hydraulic systems, or similar machinery and
areas where fluids are changed shall not have floor drains or other
devices draining into the sanitary sewer.
(i) Areas such as described above shall be physically

separated, either by berm, separate building, or other
suitable method, from any area having drains connected to
the sanitary sewer.

(ii)

	

Drainage from areas such as described above shall be
discharged into a holding tank or shall be absorbed with
suitable absorbent and shall be properly disposed.

(iii) Floor cleaning wash water from areas such as described
above shall be excluded from the sanitary sewer except
where pretreated to within the specifications of this or other
applicable Ordinance.

e. Steam cleaning and chemical cleaning facilities shall not discharge
to the sanitary sewer unless a facility or process is provided that
will consistently produce an effluent that is in compliance with this
or other applicable Ordinance, particularly in regard to grease, oils,
organics, and other chemicals.

f. Where pretreatment or flow equalization facilities are provided for
any waters or wastes, these facilities shall be maintained in
satisfactory and effective operation by the owner or operator at his
expense.

(4)

	

Sampling Ports
a. The Control Authority may require any Nondomestic

(nonresidential) User to install a suitable sampling port in the
building sewer to facilitate observation, sampling, and
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(5)

measurement of the wastes and flows. Sampling ports shall be
readily accessible to the Control Authority at all times.
(i) Sampling ports shall be easily accessible and safely located

and shall be constructed in accordance with plans approved
by the Control Authority. Sampling ports shall be subject to
inspection by the Control Authority prior to use.

(ii) An appropriate sampling port shall be installed in the
building sewer immediately downstream of the grease trap,
interceptor, or separator.
(A)

	

The sampling port shall be equipped with an access
cover not less than eight (8) inches in diameter, with
a flow channel not less than four (4) inches in width
and four (4) inches in length.

(B)

	

Sampling ports shall be installed and maintained by
the owner or operator at his expense.

(iii) Sampling ports shall be constructed to exclude entry and
exit of waters not discharged through the building sewer,
i.e. to prevent infiltration/inflow and exfiltration/exflow.

b.

	

The Control Authority may require the installation of a sampling
port in the tank of any vehicle used to deliver transported waste to
the Eureka Springs POTW. Such sampling port shall be easily
accessible and shall facilitate sampling of the tank contents without
causing the discharge of any of the contents of the tank.

Monitoring Requirements
a. Where required by any Permit or Order or otherwise ordered by

the Control Authority, the Nondomestic User shall obtain
representative samples of a wastewater discharge or proposed
discharge for analysis. Specified analyses shall be conducted no
less frequently than as outlined in the Permit or Order or other
document issued by the Control Authority.
(i)

	

Specific pollutants for which to analyze shall be determined
by the Control Authority.

(ii)

	

A qualified testing laboratory who adequately demonstrates
acceptable quality control/quality assurance shall be
employed to conduct analyses. This may be demonstrated
through a state, professional or federal program or
association.

(iii) Analyses may be conducted by qualified persons on-site
only with prior written approval of the Control Authority.
On-site laboratories conducting monitoring for compliance
with this Ordinance shall be subject to the same
requirements as commercial or contract laboratories.

(iv) All costs of monitoring shall be borne by the User.
b. The Control Authority may conduct sampling and analyses of the

discharge of any Nondomestic User where deemed necessary to
assure compliance with this or other applicable Ordinance. The

7

7



Control Authority may randomly sample and analyze the discharge
from any Nondomestic User and conduct surveillance activities in
order to identify, independent of information supplied by the User,
occasional and continuing compliance or noncompliance with the
provisions of this or other applicable Ordinance.

c. All costs of analyses, including shipping charges, if any, of
samples collected by the Control Authority shall be billed to the
User.

d. All sampling and analyses shall be conducted in accordance with
procedures outlined in 40 CFR 136 and amendments thereto,
except where a particular method for analysis is prescribed in 40
CFR for a Federal Category or Subcategory or where specified in a
Permit or other document issued by the Control Authority. For
analysis of pollutants not listed in the Code of Federal Regulations,
the method shall be determined by the Control Authority.

(6)

	

Record-keeping Requirements
a.

	

Any User subject to record keeping requirements established in
this Ordinance shall retain records of all information resulting from
activities required by this or other applicable Ordinance or
regulation for a period of not less than five (5) years.
(i) The User shall, upon request, make available for inspection

and copying by the Control Authority, the Arkansas
Department of Environmental Quality (Department of
Pollution Control and Ecology) or the United States
Environmental Protection Agency, all records of
information obtained pursuant to any activities required by
this Ordinance and any records of information obtained
pursuant to activities undertaken by the User independent
of such requirements.

(ii) Periods of retention shall be automatically extended for the
duration of any litigation concerning the User or the City or
where the User has been specifically notified of a longer
retention time by the Control Authority, the Arkansas
Department of Environmental Quality (Department of
Pollution Control and Ecology) or the United States
Environmental Protection Agency.

b.

	

The Nondomestic User shall maintain records of inspection,
pumping and cleaning, and other maintenance activities of grease
traps, interceptors, catch basins, holding tanks, including waste oil
receptacles, and separators for a minimum of five (5) years. These
records shall be made available to the Control Authority upon
request for inspection and copying.
(i) Inspection records shall minimally contain the date the

facility was inspected, who inspected the facility, the
specific condition of the piping and other structures of the
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facility, and a description of any repairs recommended by
the inspector and subsequently made to the facility.

(ii) Pumping, cleaning and disposal records shall minimally
include the date the facility was cleaned, who cleaned the
facility, the type and amount of material removed, who
disposed the removed materials, the disposal site for the
removed materials, an approved completed waste manifest
which includes generation, transport and disposal
information, and any other information as required by
Federal, State, or Local regulations governing such
operations.

(iii) Repair and maintenance records shall include a description
of the maintenance or repair, the date of the maintenance or
repair, and who performed the maintenance or repair. All
repairs shall be made by a licensed plumber.

(iv) Holding tank disposal records shall minimally contain the
date the facility was serviced, the specific type of waste
disposed, the amount of waste removed, the name of the
person or firm who serviced the facility and the method of
final disposal.

c. The User shall maintain records of the cleaning of building sewer
lines made necessary by excessive grease buildup. These records
shall minimally contain the date and by whom the lines were
cleaned, the known or suspected cause of the buildup, and actions
taken to prevent recurrence.

(e)

	

Protection of the POTW Collection System
(1)

	

Discharge into the Collection System
a.

	

Discharge of waste shall be made into the POTW only at
places designated for discharge.

b. No person shall discharge or cause to be discharged any
substance into a manhole, sewer cleanout or other opening
which is part of the POTW unless specifically authorized
by the Control Authority.
(i)

	

Such authorization shall be made on a case-specific
basis.

(ii) Such authorization shall be in writing in the form of
a temporary Wastewater Discharge Permit. A fee of
fifty ($500-0) dollars shall be charged for each
temporary Permit.

(iii)

	

Such discharge shall occur at the time and place
designated by the Control Authority.

(iv) Such discharge shall be metered using a meter
provided by or approved by the Control Authority.
The User shall pay a treatment fee of $0.05 per
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1 0

(b)

gallon, which shall become due upon the
completion of the discharge.

(v)

	

Such discharge shall not occur without display of
the appropriate device as approved and issued by
the Control Authority.

(2)

	

Discharge of Imported Wastewater
a. No person shall discharge or cause to be discharged any

waste into the sanitary sewer which has been transported
from another site onto a residential, commercial, or
industrial site except as outlined in Section 1 (d) (3)
(Pretreatment of Waste), of this Ordinance.

b. No person shall discharge or cause to be discharged any
wastes from non-domestic sources into the sanitary sewer
facilities at a residential or other domestic wastewater
source.

SECTION II. GREASE TRAPS, INTERCEPTORS, SEPARATORS AND
HOLDING TANKS

(a)

	

Applicability
(1)

	

Removal of Pollutants
a. This section shall apply to all facilities whose waste discharge

contains or may contain grease, oil, sand, or other harmful
pollutants originating from processes including but not limited to
vehicle and equipment washing, food preparation and serving, and
carpet cleaning and water extraction.

Grease Traps, Interceptors, Separators and Holding Tanks
(1)

	

Users Required to Maintain Pretreatment Devices
a. Grease traps, interceptors, separators, or holding tanks shall be

provided for the proper handling of wastes containing grease, oil,
sand, and other harmful pollutants which may interfere with the
operation and maintenance of the POTW and shall be constructed
and maintained in accordance with the provisions outlined in the
Eureka Springs Municipal Code.

b. All restaurants, institutions, cafeterias, or other establishments
preparing or serving food, except those specifically exempted in
Section I(d) of this Ordinance, shall be required to install and
maintain a grease trap for the efficient removal of oil and grease
from the waste stream. The design and installation of such devices
shall be subject to review and approval by the Control Authority.

c. All vehicle wash areas shall be equipped with interceptors and oil
separators for the removal of oils, grease, and sand and other
solids. The design and installation of such devices shall be subject
to review and approval by the Control Authority.
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d. It shall be the responsibility of the User to furnish, operate and
maintain such pretreatment devices as necessary to produce an
effluent in compliance with this or other applicable Ordinance.

e. Holding tanks shall be provided for waste oils and other
objectionable waste that is prohibited from being discharged into
the sanitary sewer. Such holding tanks shall be constructed to
prevent leakage and splashing and shall be equipped with
secondary containment to prevent spills during operation and
cleaning. Such tanks shall be maintained to preclude odor and
other nuisances and shall not be connected to the sanitary sewer or
in any other way allowed to be discharged to the sanitary sewer.

(2)

	

Existing Facilities
a. Existing facilities required by this or other applicable Ordinance to

maintain a grease trap, interceptor or separator not equipped with
an adequately-sized treatment unit shall, within twenty-four (24)
months of the effective date of this Ordinance, install an
adequately-sized grease trap, interceptor or separator in accordance
with the specifications of this Ordinance.

b. Existing facilities required by this or other applicable Ordinance to
maintain a grease trap, interceptor or separator not currently
equipped with any pretreatment device shall, within twelve (12)
months of the effective date of this Ordinance, install an
adequately-sized grease trap, interceptor or separator in accordance
with the specifications of this Ordinance.

c. In any circumstance where, in the opinion of the Control
Authority, the existing grease trap, separator, or interceptor or the
absence of a grease trap, separator, or interceptor poses a serious
threat or an on-going problem to the sanitary sewer, is a public
nuisance, or poses a threat to public health or to the environment,
the Control Authority may require the grease trap, interceptor, or
separator be installed or replaced on a more stringent compliance
schedule.

(3)

	

New Facilities and New Businesses
a. New facilities and new businesses which will occupy an existing

facility required by this or other Ordinance to maintain a grease
trap, interceptor or separator shall install such unit prior to
commencement of discharge to the sanitary sewer.

b.

	

For the purpose of this Ordinance, a new business shall include
new ownership of an existing business.

(c)

	

General & Specific Specifications
(1)

	

General Specifications
a. Specifications outlined in this Section shall be considered

minimum requirements only. It shall be the responsibility of each
User to have a grease trap, interceptor, or separator designed and
installed and maintained that will produce an effluent in
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compliance with the requirements of this or other applicable
Ordinance.
(i) Grease traps, interceptors, and separators shall meet or

exceed the more stringent of specifications and
requirements set forth in this Ordinance and other
applicable Local, State, or Federal requirements.

(ii)

	

An existing grease trap, interceptor, or separator which is
upgraded or replaced shall meet or exceed the
specifications set forth in this Ordinance and other
applicable Local, State, or Federal requirements.
Where a Nondomestic User required under this Ordinance
to have a grease trap, interceptor, or separator will occupy
an existing building, the grease trap, interceptor, or
separator shall meet or exceed the requirements in this
Ordinance and other applicable Local, State, or Federal
requirements.

b. Grease traps, interceptors, and separators shall be constructed of
impervious materials capable of withstanding abrupt and extreme
changes in temperature and capable of withstanding the traffic load
where installed.

c. Grease traps, interceptors, and separators shall be installed outside
the building wherever possible. Where it is impossible to locate a
grease trap outside the building, the trap shall be located in a
mechanical room or other separate area where no food is stored or
processed, in accordance with state plumbing code.

d. Grease traps, interceptors, and separators shall be located so as to
be readily and easily accessible for cleaning and inspection of the
pretreatment device and shall be equipped with easily removable
covers.
(i) Access covers, not less than twelve (12) inches in diameter,

shall be installed in the lid of each compartment to facilitate
easy access for cleaning and inspection. The covers shall be
placed so that all internal piping is accessible for
maintenance and inspection. The cover shall be at or near,
but not below the finished grade.

(ii) Where an existing interceptor or separator is located inside
a vehicle wash bay, the first chamber shall be preceded by a
grated catch basin with openings not greater than one-half
(%2) inch in diameter or shall be equipped with a grated
cover with openings not greater than one-half (%2) inch in
diameter so that no solid material greater than one-half (%2)

inch may enter the chamber. The cover on the secondary
chamber shall be water tight. Where the interceptor or
separator is preceded by a grated catch basin, all covers on
the separator shall be watertight.
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e. Grease traps shall have a total liquid capacity of not less than two

hundred (200) gallons. Interceptors shall have a total liquid

capacity of not less than fifty (50) gallons. Separators shall have a
total liquid capacity of not less than five hundred (500) gallons.

Grease traps and separators shall be constructed with a minimum
of two compartments.

(i)

	

The primary compartment shall have a detention time at

peak flow of not less than five (5) minutes.

(ii)

	

The secondary compartment shall have a detention time at

peak flow of not less than three (3) minutes.
f. Plans for new grease traps, interceptors, and separators or

modifications to existing grease traps, interceptors, and separators

shall be submitted to the Control Authority and the Plumbing

Inspector for review.

(i) A description of plumbing fixtures draining to the trap, the
number of fixture units as determined by the Plumbing

Inspector and the calculations used to determine the

proposed capacity shall be included in the submittal.
(ii) The Control Authority and the Plumbing Inspector shall be

in agreement for approval of the final plans prior to the

issuance of any required plumbing or construction permits
and subsequent construction.

g.

	

When required grease traps, interceptors and separators shall be

equipped with an approved sampling port immediately
downstream of the treatment facility.

(i) Sampling ports shall be easily accessible and safely located

and shall be constructed in accordance with plans approved

by the Control Authority. Sampling ports shall be inspected
by the Control Authority prior to use.

(ii) Sampling ports shall be installed by the owner at his/her

expense and shall be maintained by the owner, so as to be

safe and accessible at all times.

(iii) Sampling ports shall be constructed to exclude the entry of

stormwater and groundwater and exit of wastewater
(prevention of infiltration/inflow, exfiltration/exflow).

h.

	

Grease traps, interceptors, separators and sampling ports shall be

installed by a licensed plumber. Completed grease traps,
interceptors, and separators shall be subject to inspection by the

Control Authority and the Plumbing Inspector prior to connection

to the sanitary sewer.

(2)

	

Grease Trap Specifications
a. All liquid waste lines in food preparation and dishwashing areas,

except lines from rest room facilities, cooling unit condensate, ice

maker, and soft drink dispenser drain lines, shall discharge through

the grease trap.
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(3)

b. The minimum size of grease traps shall be determined according to
the number of fixture units draining through the trap, but shall, in
no case, have a total liquid capacity of less than two hundred (200)
gallons.
(i) The sum of the total number of fixture units multiplied by

7.5 (GPM), multiplied by 8 (min. detention time) shall
determine the minimum total liquid capacity of the trap.

(ii)

	

The primary chamber shall occupy three-fourths (
3
/4) of the

total liquid capacity of the trap.
(iii) The dividing wall between each chamber shall completely

divide the chambers (shall extend top to bottom) except
where the specific design of the separator provides for
underflow, in which case, the wall shall not be greater than
twelve (12) inches from the bottom, between the chambers
rather than the flow traveling through a pipe.

(iv) Fixture units shall be defined in accordance with the
applicable plumbing code as adopted in Chapter 14.71 in
the City of Eureka Springs Municipal Code.

c.

	

Grease traps shall be equipped with double cleanouts on the
outside of the trap in both the influent (prior to the trap) and
effluent (after the trap) pipes.

d. The influent shall enter each chamber below the static water level
in accordance with the specifications outlined in this paragraph.
The effluent shall discharge from below the static water level of
the chamber in accordance with the specifications outlined in this
paragraph.
(i) The influent line into all chambers shall terminate no

greater than eighteen (18) inches from the bottom of the
chamber.

(ii)

	

The effluent from all chambers shall discharge from the
lower twelve (12) inches of the chamber.

(iii) There shall be no openings in any influent or effluent pipe
that will allow liquid to enter or exit the chamber at any
point other than the intake or discharge point of the pipe.

(iv)

	

The static water level shall be maintained throughout the
entire trap.

Interceptor and Separator Specifications
a. Automatic car or truck washes and coin-operated wash bays, drive-

in or drive-through wash bays, hand wash bays and other areas
where vehicles are washed shall be equipped with an interceptor
and a two-stage separator. The interceptor and the separator shall
function as separate units.
(i) An adequately-sized interceptor shall be provided for the

removal of sand, grit and other objectionable solids from
the wastestream.
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(ii)

	

An adequately-sized, two-stage separator shall be provided
for the removal of oil and grease from the wastestream.

(iii) Interceptors and separators shall be minimally sized in
accordance with the specifications outlined in this Section.
Minimum sizing for any interceptor or separator may be
increased at the discretion of the Control Authority.

b.

	

Interceptors shall have a minimum detention time of not less than
five (5) minutes. The minimum size shall be in accordance with the
specifications outlined in this Section.
(i) Interceptors may be located inside the wash bay and may

be equipped with a grated cover provided the openings in
the cover are not greater than one-half (%2) inch. When
located inside the wash bay, the Control Authority may
require a larger capacity interceptor be installed to facilitate
efficient sand and grit removal. Covers shall be easily
removable for cleaning and inspection.

(ii) Where located outside the wash bay, the interceptor shall
be equipped with solid, watertight covers on each chamber
and shall be preceded by a catch basin, located inside the
bay, equipped with a grated cover with openings not greater
than one-half (%2) inch. Covers shall be easily removable
for cleaning and inspection.

(iii) The inlet and outlet lines shall be designed and installed to
provide uniform flow and stilling in the interceptor and to
preclude sand from passing through the interceptor.
(A)

	

Where a downpipe is provided at the inlet, the pipe
shall extend into the interceptor a distance not less
than one-third ( 1 /3) from the static water level to the
bottom.

(B)

	

The discharge pipe shall extend into the interceptor
a distance not less than one-third (

1
/3) from the

static water level to the bottom.
c. Separators shall be located outside the wash bay and shall be

equipped with solid, water-tight covers on all chambers. Covers
shall be easily removable for cleaning and inspection. The influent
(incoming) shall enter each chamber below the static water level in
accordance with the specifications outlined in this paragraph. The
effluent (outgoing) shall discharge from below the static water
level of the chamber in accordance with the specifications outlined
in this paragraph.
(i) The influent line into all chambers shall terminate no

greater than eighteen (18) inches from the bottom of the
chamber.

(ii)

	

The effluent from all chambers shall discharge from the
lower twelve (12) inches of the chamber.
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(iii) There shall be no openings in any influent or effluent pipe
that will allow liquid to enter or exit the chamber at any
point other than the intake or discharge point of the pipe.

(iv)

	

The static water level shall be maintained throughout the
entire trap.

d. Minimum sizing for interceptors shall be fifty (50) gallons per
fixture unit (F.U.) draining into the interceptor, but not less than
the minimum sizes outlined below.

e. Minimum sizing for separators shall be one hundred and fifty (150)
gallons per fixture unit draining into the separator, but not less that
the minimum sizes outlined below.

The primary chamber of the separator shall occupy three-
fourths (

3
/4) of the total liquid capacity of the separator.

The dividing wall between each chamber shall completely
divide the chambers (shall extend top to bottom) except
where the specific design of the separator provides for
underflow not greater than twelve (12) inches between the
chambers rather than the flow traveling through a pipe.

(4)

	

Holding Tank Specifications
a. Holding tanks shall be constructed and maintained to prevent

discharge of waste cooking oils, motor oils and other oils and
fluids that are prohibited from being discharged to the sanitary
sewer.

b.

	

Holding tanks shall not be connected to the sanitary sewer or in
any other way be allowed to discharge to the sanitary sewer.

c.

	

Holding tanks shall be provided with secondary containment and
such containment shall be capable of containing not less than one
hundred and ten percent (110 %) of the capacity of the holding
tank or the capacity of the largest tank plus water from a maximum

(i)

(ii)

1 6

Separators Minimum Size

Portable washer greater of 500 gal. --or-- 150 gal. / F.U.

Single coin-operated wash bay greater of 500 gal. --or-- 150 gal./F.U.

Manual hand wash, single bay only greater of 500 gal. --or-- 150 gal. / F.U.

2-4 coin-operated or manual hand wash bays greater of 1000 gal. --or-- 150 gal. / F.U.

>4 coin-operated or manual hand wash bays greater of 1000 gal. + 200 gal. / bay > 4
-- or --

	

150 gal. / F.U.
Drive-through wash bay greater of 500 gal. / bay --or-- 150 gal / F.U.

Interceptors Minimum Size

Manual hand wash bay or portable washer 50 gal. / F. U., but not less than 50 gal. / bay

Coin-operated self service wash bays 50 gal. / F. U., but not less than 50 gal. / bay

Automatic (drive-in & drive-through) 50 gal. / F. U., but not less than 50 gal. / bay



24-hour/10 year rainfall event if exposed to rainwater, whichever is
greater.
(i). Secondary containment shall be constructed so as to control

spills or splashes during operation and maintenance and
leaks.

(ii) Secondary containment shall not be connected to any
sanitary sewer drain or storm drain and shall not be
allowed to drain onto public or private property or to the
waters of the United States.

(d)

	

Operation and Maintenance
(1)

	

Operation and Maintenance Responsibilities
a.

	

Grease traps, interceptors, separators and holding tanks shall be
operated in a safe and secure manner at all times.

b. Areas surrounding grease traps, interceptors, separators and
holding tanks shall be maintained to facilitate immediate access to
the unit for cleaning and for inspection by the Control Authority at
all times.

c. Grease traps, interceptors and separators shall be maintained in
continuously efficient operation by the owner or operator at his
expense and shall produce an effluent in compliance with this or
other applicable Ordinance.

d.

	

A User shall not remove any downpipes or otherwise alter a grease
trap, interceptor or separator in any way which may allow oil,
grease, sand, or other objectionable materials to pass through the
device into the sanitary sewer.

e.

	

Where the Utilities must clean associated public sewers caused by
inappropriate operation or maintenance, inadequate design or
installation, or inappropriate alteration of a grease trap, interceptor
or separator, costs of such cleaning shall be billed to the User.
(i) In a case where several users are discharging to the same

sewer line, all the Users shall be equally liable except
where the User provides written proof his discharge could
not have been a contributing factor.

(ii) Proof shall consist of demonstration of adequate sizing and
installation, appropriate cleaning (as documented by
manifests and inspection documentation) and valid analysis
of a sample of the discharge collected within one (1) week
of the sewer cleaning activities. Analysis of samples
collected after sewer line cleaning will be accepted only
where the grease trap, interceptor or separator has been
properly maintained and was not cleaned within thirty (30)
days of the sewer cleaning activities.

f.

	

A User shall not increase the use of water or in any other way
attempt to dilute the waste stream in lieu of adequate treatment.
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The addition of hot water or the use of emulsifiers, chemicals, or
other agents or devices that may cause oil, grease, or sand to pass
through a treatment facility or into the sanitary sewer collection
system is strictly prohibited.

h. Areas surrounding a grease trap, interceptor, separator or holding
tank shall be kept clean and free of grease and odors and other
materials at all times.
(i)

	

Materials shall not be splashed, spilled, allowed to
overflow, or otherwise placed on the area surrounding a
grease trap, interceptor or separator.

(ii)

	

In the event materials are spilled, splashed, overflowed, or
otherwise placed on the surrounding area, the generator or
owner shall assure the materials are cleaned from the area
and properly disposed.

i. Grease traps, interceptors, separators and holding tanks shall be
fully evacuated of all contents during cleaning. If the capacity of
the trap, interceptor, separator or holding tank is greater than the
capacity of the transport vehicle where full evacuation is not
possible in a single load, then the transporter and the generator
shall assure the contents are fully evacuated within twenty-four
(24) hours.
(i) No liquid waste shall be returned to the trap, interceptor,

separator or holding tank after or during cleaning, either
from the same or other trap, interceptor, separator or
holding tank.

(ii)

	

During cleaning, grease residue shall be removed from
piping and walls and the piping and walls shall be inspected
to assure the integrity of the device is maintained.

j. Materials removed from traps, interceptors, separators and holding
tanks shall be utilized by industry, recycled, or disposed at a
facility designated by or acceptable to the generator where the
owner or operator agrees to receive the wastes and the disposal
facility has documentation showing the facility meets all
requirements of the State. All wastes shall be disposed in a suitable
manner in accordance with applicable Federal, State, and Local
laws.

k. Users required to maintain grease traps, interceptors, separators, or
holding tanks shall establish a system of training designed to
provide employees with appropriate instruction on the proper use
of such facilities.
(i) Such training system shall provide employees at all levels

of responsibility with a complete understanding of the
operation and maintenance of the pretreatment device and
the relation between appropriate waste disposal and
efficient operation of the pretreatment device. Such system
should include:
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(A) the importance and methods of good housekeeping
practices;

(B)

	

acceptable waste disposal practices including proper
disposal of different types of wastes;

(C)

	

procedures for preventing prohibited discharges;
and

(D)

	

the proper response to and notifications in case of
spills or other accidental discharges.

(ii) Periodic training sessions shall be conducted to assure the
employee understands the essential elements of the system.
New employees shall be trained immediately upon
employment.

(2)

	

Inspection and Cleaning Schedules
a. Inspection, cleaning, and other necessary maintenance of such

facilities shall be conducted as often as needed to assure the
discharge is in compliance with the provisions of this or other
applicable Ordinance, but not less than once per ninety (90) days.
(i)

	

The trap, interceptor or separator shall be cleaned as often
as necessary, up to and including daily, to assure
compliance with this or other applicable Ordinance.

(ii)

	

In no case shall the accumulated grease, oil, or sand be
allowed to occupy more than twenty-five percent (25%) of
the capacity of the first stage.

b. The physical condition of the trap, interceptor, or separator (piping,
internal walls, sidewalls, etc.) shall be inspected by the User each
time the facility is cleaned. Repairs, if needed, shall be made prior
to further use.
(i) Repairs or modifications shall be approved by the plumbing

inspector and shall not be made without the appropriate city
permits.

(ii) Inspection shall be conducted by the plumbing inspector
after repair and prior to refilling or use. A copy of the
Inspection Tag issued by the plumbing inspector shall be
maintained on-site by the User and a copy shall be sent to
the Control Authority.
Documentation of repairs shall be submitted to the Control
Authority within thirty (30) days of the date of repair or
earlier if specified in a Notice of Deficiency or other
Control Authority-issued document.

c.

	

Grease traps, interceptors, and separators shall produce an effluent
in compliance with this Ordinance at the User's pumping schedule.
Schedules inadequate to produce such effluent shall be upgraded to
as often as necessary, up to and including daily, or the trap,
separator, or interceptor shall be upgraded. Upgraded traps,
separators, or interceptors shall meet all requirements set forth in
this or other applicable Ordinance.
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(3)

20

d. A User shall have any trap, interceptor, or separator cleaned when
ordered to do so by the Control Authority. Failure to comply
within forty-eight (48) hours after the request shall be cause for the
Control Authority to precipitate the cleaning and the expense for
which shall be the responsibility of the user.

Cleaning Schedule Extensions
a. The User may apply to the Control Authority for an extension of

the required cleaning frequency set forth in this Ordinance. A User
who wishes to apply for a cleaning schedule extension shall notify
the Control Authority, in writing, of the intent to apply for an
extension.

b. The Control Authority may grant an extension on a required
cleaning frequency on a case-by-case basis where the User has
demonstrated, with defensible analytical results, the specific trap
will produce an effluent in consistent compliance with this
Ordinance if such an extension is granted.

c.

	

The notification of intent to apply for an extension shall include:
(i)

	

Facility information:
(A)

	

The name and address of the facility;
(B)

	

Name and telephone number of the facility contact;
(C)

	

Normal business hours; and
(D)

	

The type of business;
(ii)

	

Treatment unit information:
(A)

	

The type of treatment unit and the capacity, in
gallons;

(B)

	

A brief description of the treatment unit;
(C)

	

The time(s) of day the greatest hydraulic and
organic loadings to the treatment unit normally
occur;

(D)

	

The date of the most recent cleaning and inspection
of the unit;

(E)

	

A statement of the physical condition of the unit;
(iii)

	

A proposed sampling schedule, including:
(A)

	

The date(s) the User proposes to collect the
samples;

(B)

	

The times each sample will be collected;
(C) The name and telephone number of the person who

will collect the samples, including qualifications;
and

(D) The name and telephone number of the laboratory
which will analyze the samples;

(iv)

	

Other information as may be requested by the Control
Authority.

d. The User shall obtain approval of the proposed sampling schedule
prior to initiation of the sampling and analyses. The User shall
certify the sampling schedule will be carried out as submitted or as
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approved. The Control Authority shall reserve the right to modify a
sampling schedule as deemed necessary.

e. The User shall be required to provide analytical results for not less
than four (4) oil and grease analyses for samples collected during
peak flow periods through the unit during the normal working
hours of a twenty-four-hour period.
(i)

	

Samples shall be collected at an approved sampling port
and shall be collected by a qualified person properly trained
in the collection and handling of wastewater samples.

(ii)

	

Samples shall be collected 70-75 days after the most recent
cleaning.

(iii)

	

Samples shall be analyzed, separately, by a reputable
laboratory using Approved Analytical Procedures.

(iv)

	

The User shall submit a written request for a cleaning
schedule extension, including:
(A) A copy of the cleaning and maintenance records for

the treatment unit for the previous twelve months;
(B)

	

A copy of the laboratory analytical reports,
including quality control data and appropriate
chains of custody; and

(C)

	

A signed certification statement as outlined in
Section 6 (Record-keeping requirements), (b), (1),
of this Ordinance.

(v)

	

Incomplete or unverifiable results shall not be considered.
f.

	

The Control Authority may grant extensions to the cleaning
schedule as follows:
(i) A thirty (30) day extension may be granted where the

average oil and grease concentration of the analyses is less
than 70% of the concentration limit and no single
concentration exceeded 80% of the concentration limit
(100mg/1).

(ii) A sixty (60) day extension may be granted where the
average oil and grease concentration of the analyses is less
than 55% of the concentration limit and no single
concentration exceeded 65% of the concentration limit.

(iii) A ninety (90) day extension may be granted where the
average oil and grease concentration of the analyses is less
than 40% of the concentration limit and no single
concentration exceeded 50% of the concentration limit.

(iv)

	

In no case shall an extension greater than ninety (90) days
be granted.

g. Extensions granted shall begin on the date the samples for which
results were submitted were collected as documented on the chain
of custody.

h.

	

Where an extension has been granted, the unit shall consistently
produce an effluent in compliance with the terms of this or other
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applicable Ordinance. The Control Authority shall reserve the right
to collect and analyze samples of any User's discharge and may
revoke, without notice, any extension where the Control Authority
believes it is in the best interest of the proper operation of the
POTW.
(i) Where an extension has been granted and any sample

analysis indicates an exceedance of the oil and grease
limitation by twenty-five (25%) percent or more, the User
shall immediately clean and inspect the trap and shall
return to the original cleaning schedule. Where the User has
been required to return to an original cleaning frequency,
the User shall be required to submit a new request for
extension if desired.

(ii) Where an extension has been granted and any sample
analysis indicates an exceedance of the oil and grease
limitation by any magnitude but less than 25%, the User
shall immediately clean and inspect the trap and shall
increase the established cleaning frequency by at least
thirty (30) days.

(iii) Where an extension has been granted and the Utilities must
clean associated public sewer lines and the stoppage is
traceable to or known or suspected to be caused by the
User's facility, the User shall immediately clean and inspect
the trap and shall return to the original cleaning schedule.
The User will be required to submit a new request for
extension if desired.
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